OUTDOOR A-BOARD STAND WITH CLIC FRAME

® Stable double-sided outdoor stand made of aluminium profiles.
Base is made of 33mm aluminium profile with anti-corrosion coating, angle
between Clic frame profiles is 45°. The stand can be used in any weather
conditions due to the holes in the profiles base for water and condensate
deversion. The A-board stand also incorporates an PVC cover that protects

your posters from damage and fading.
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ADVERTISING CONSTRUCTION WITH LIGHTING

@ Total size 1000x2500 or 1000x2000, tringular construction
1 piece (from 3 or 2 parts). Base - steel plate, for installation
on anchor screws, 1 piece.

® The visible part of the construction is made of metal sheet,
silver color RAL 9006, connected by cylidrical profiles
(anodized aluminium D=60mm).

@ Interior parts of construction: lower part, middle part, top part
or lower part and middle part.

@ You can order with or without LED lighting.

1000.00 mm
877.50 mm

Internal parts of the construction:
Lower part : g 100000
1. Metal sheet;
Medium part: - lockable glass case
(max size 841x1189mm (AO0)):
1. Backside wall is made of metal;
2. Aluminium profile construction
(anodised aluminium);
3. Front - monopolycarbonate glass
(shockproof material).
Top part:
1. Metal sheet;

2500.00 mm

2000.00 mm

View from above _z

It is possible to install the LED
lighting of all parts.

AI G We produce individual designs
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INFO Clic stand

e One-sided ordouble-sided (A1, B1)advertising stand. Anadvertising
poster can be placed horizontally or vertically.

[ ® Anodised aluminium Clicframe 25mm (A4,A3) or 32mm (A1, B1) with
snap mechanism for frequentand quick placementand change of posters
, and other printed products.

® Anodised aluminium leg 50mmx 25mm and base
330mm x250mm (A4,A3) ortwo anodised aluminiumlegs (A1,B1).

® ForIndoor, Outdooruse.

Booklet holder can be
placed on all stands.
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ADVERTISING Clic stand

® One-sided ordouble-sided advertising stand. Anadvertising
poster can be placed horizontally or vertically.

e Anodised aluminium Clicframe 25mm (A4,A3) or 32mm (A2,A1) with
shap mechanism for frequentand quick placementand change of posters
and other printed products.

® Anodised aluminiumleg 50mmx25mm and base
330mmx250mm (A4,A3,A2) D=450mm (A1).

® ForIndoor, Outdooruse.

Booklet holder can be
placed on all stands.

Clic ramis 25mm Clic ramis 25mm Clic ramis 32mm
A f A1 formats
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